








hakkımızda 
Kom Değirmen olarak 1985 yılından beri tüm Türkiye'ye hizmet veren firmamız, sektördeki tecrübesi, bilgi birikimi, uzmanlaşmış ekibi ile yüksek teknolojiye 
sahip silaj paketleme makineleri üretmektedir. 

Firmamız bünyesinde oluşturulan elit ar-ge departmanının ürettiği ve çiftçimize sunduğu silaj paketleme makinelerimiz yüksek teknolojiye sahiptir.Kom 
Silaj Km serisi silaj Paketleme makineleri; pancar küspesi, yonca silajı, mısır silaji, kompost ve tüm kaba yem bitkilerinin Paketlenmesi için tasarlanmış ve 
böylece çiftçilerimizin en büyük destekçisi olmuştur. 
Kom Silaj, tüm makinalarını kalite felsefesi ışığında üretirken; faaliyetlerinde yüksek teknolojiye odaklanmıştır. 

Firmamız müşteri memnuniyetini müşteri ihtiyaç ve talepleri doğrultusunda en üst seviyede tutmaya çalışırken.kalite geliştirme çalışmalarını tüm 
çalışanların katılımı ile destekler. Kom Silaj çevreye saygılı, müşterisine güven veren ve müşterilerinin istekleri doğrultusunda hareket eden bir yapıdadır. 

Çalışanlarını sürekli gelişme ve iyileşme bilinciyle eğiten firmamız, Konya'da konusunda lider olan teknolojisini sektörde temsil etme bilinciyle tüm 1Drkiye 
ve yurt dışı pazarına taşımaktadır. 

aboutus 
Our company serving as Kom Mili the entire Turkey since 1985, manufactures silage packaging machines with high technology with experience in the 
industry, knowledge, specialized squad. 

Our silage packaging machines, which are produced by elite R & D department and offered to our farmers, have high technology. KOM SILAGE KM 
series Packing machines; designed for the packaging of beet pulp, clover silage, maize silage ,compost and all roughage crops and thus it has been the 
greatest supporter of our farmers. 

KOM SILAGE producing ali machines in the light of quality philosophy; focused on high technology in its operations 

Our company tries to keep customer satisfaction at the highest level in line with customer needs and demands, supports quality development with the 
participation of ali  employees. KOM SILAGE respecting the environment. giving confidence to its customers and acting according to the wishes of its 
customers .. 

Our company which educates its employees with the awareness of continuous development and improvement. become leader in Konya and represents 
its technology in sector and carry it the whole of Turkey and overseas market. 
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L KM X1200 -1500+60 Mobil Sistem 
r Silaj Balya Makinesi 

Balya Genişliği 1200 x1200 mm 
Balya Ağırlığı 1200-1500 kg 
Gerekli Elektrik Gücü 60 KW 
Tahrik Gücü Elektrik ve Jeneratör( 120KW) 
Strech Ebadı 750 mm 
Strech Sarma Ünitesi 2Adet 

Strech Sarma Kontrolü Otomatik 

File ve Folyo Ebadı 1230 - 1250 mm 
File ve Folyo Kontrol Otomatik 
Makina Kontrolü Elektronik Otomasyon 
Presleme Sistemi Kauçuk Bant 

Gezici Körüklü Sistem 
Kapasite 50-55 Balya / Saat

◄ 

Lastik Adeti 4 Adet 
Makina Lowbedli Ağırlığı 24000 kg 
Çalışırken Makina Uzunluğu 16000 mm 
Çalışırken Makina Genişliği 3500 mm 
Çalışırken Makina Yüksekliği 4000 mm 
Makina Yol Uzunluğu 13600 mm 

Makina Yol Genişliği 3050 mm 
Makina Yol Yüksekliği 4400mm 
Araç Bağlantısı Lowbed Mobil Sistem 

Makina Menşei 
Paketlenebilen Malzeme 

Türkiye 

Mısır Silajı, Pancar Posası, Meyve 
Posası,  Kompost, Yem Çeşitleri 

Tartı Sistemi Otomatik 
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Bale Width 1200 x1200 mm 

Bale Range 1200 - 1500 kg 

The Required Etectric Power 60KW 

Drivin Force Electrical and Generators (120KW) 

Stretch Size 750 mm 

Stretch Wrapping Unit 2 Piece 

Stretch Wrapping Control Automatic 

Size of the String Bag 1230 - 1250 mm 

Check of the String Bag Automatic 

Machine Control Electro Automation 

Pressing System Rubber Bands 

Mobile Bellows System 

Capacit 50-55 Bale/ Hour
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Number of Tyre 

Weight of the Lowbed Machine 

Length of the running machine 

Width of the running machine 

Height of the running machine 

Machine-Road length 

Machine-Road width 

Machine-Road height 

Vehicle·connection 

The origin of the machin 

Packaged Materials 

Weighing System 
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4 Piece 

24000 kg 

16000 mm 

3500 mm 

4000 mm 

13600 mm 

3050 mm 

4400 mm 

Lowbed Mobil System 

Turkey 

Com Silage, Beet Pulp, Fruit Putp, 
Compost, Roughage Varieties 

Automatic 







L KM X 1000-1200 + 60 
r Silaj Balya Makinesi 

Balya Genişliği 
Balya Ağırlığı 
Gerekli Elektrik Gücü 
Strech Ebadı 
Strech Sarma Ünitesi 
Strech Sarma Kontrolü 
File Ebadı 
File Kontrol 
Makina Kontrolü 
Presleme Sistemi 
Dingil Adeti 
Kapasite 

1100x1200 mm 
1000 • 1200 kg 
60KW 
750 mm 
2Adet 
Otomatik 

1230 • 1250 mm 
Otomatik 
Elektronik Otomasyon 
Kauçuk Bant 

Makas Sistemi 

50-55 Balya / Saat

◄ 

lastik Adeti 4Adet 
Makina Ağırtığı 16000 kg 
Çalışırken Makina Uzunluğu 14000 mm 
Çalışırken Makina Genişliği 3500 mm 

Çalışırken Makina Yüksekliği 3800mm 

Makina Yol Uzunluğu 11000 mm 

Makina Yol Genişliği 3050mm 
Makina Yol Yüksekliği 3800mm 
Araç Bağlantısı Tek Noktadan Çekişli 

Makina Menşei Türkiye 
Paketlenebilen Malzeme Mısır Silajı, Pancar Posası, 

Meyve Posası,Kompost,Yem

der
Typewriter
(2 adet)
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Bale Width 1100 x1200 mm 

Bale Range 1000 x1200 kg 

The Required Electric Power 60KW 

Stretch Size 750 mm 

Stretch Wrapping Unit 2 Piece 

Stretch Wrapping Control Automatic 

Size of the String Bag 1230 - 1250 mm 

Check of the String Bag Automatic 

Machine Control Electro Automation 

Pressing System Rubber Bands 

Number of Axles Scissors System 

Capacity 50-55 Bale / Hour
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Number of Tyre 4 Piece 

Weight of the Machine 16000 kg 

Length of the running machine 14000 mm 

Width of the running machine 3500 mm 

Height of the running machine 3800 mm 

Machine-Road length 11000 mm 

Machine-Road width 3050mm 

Machine-Road height 3800 mm 

Vehicle-connection Single Point draught 

The origin of the machin 

Packaged Materials 

Turkey 

Com Silage, Beet Pulp, Fruit Pulp, 

Compost, Roughage Yarieties 

der
Typewriter
(2 pcs)







L KMSOO+&O 
r Silaj Balya Makinesi 

Balya Genişliği 800 x 1000 mm 
Balya Ağırlığı 450 - 500 kg 
Gerekli Elektrik Gücü 38 KW 
Strech Ebadı 500mm 

Strech Sarma Ünitesi 2Adet 

Strech Sarma Kontrolü Otomatik 

File Ebadı 1050 - 1100 mm 
File Kontrol Otomatik 
Makina Kontrolü Elektronik Otomasyon 

Presleme Sistemi Kauçuk Bant 

Dingil Adeti Beşik Sistemi 

Kapasite 50-55 Balya / Saat

◄ 

Lastik Adeti 
Maki na Ağırlığı 
Çalışırken Makina Uzunluğu 
Çalışırken Makina Genişliği 
Çalışırken Makina Yüksekliğ i 
Makina Yol Uzunluğu 
Makina Yol Genişliği 
Makina Yol Yüksekliği 
Araç Bağlantısı 
Makina Menşei 
Paketlenebilen Malzeme 

◄ 

4Adet 
11500 k 
12000 mm 
3500 mm 

3400 mm 
9700 mm 

2800 mm 

3400 mm 
Tek Noktad an Çekişli 
Türkiye 

Mısır Silajı, Pancar Posası, Meyve 
Posası, Kompost, Yem Çeşitleri 

der
Typewriter
(2 adet)
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Bale Width 800 x 1000 mm 

Bale Range 450 · 500 kg 

The Required Electric Power 38 KW 

Stretch Size 500 mm 

Stretch Wrapping Unit 2 Piece 

Stretch Wrapping Control Automatic 

Size of the String Bag 1050 - 1100 mm 

Check of the String Bag Automatic 

Machine Control Electro Automation 

Pressing System Rubber Bands 

Number of Axles Cradle System 

Capacity 50-55 Bale / Hour
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Number of Tyre 4 Piece 

Weight of the Machine 11500 kg 

Length of the running machine 12000 mm 

Width of the running machine 3500 mm 

Height of the running machine 3400 mm 

Machine-Road length 9700 mm 

Machine-Road width 2800 mm 

Machine-Road height 3400 mm 

Vehicle-connection Single Point draught 

The origin of the machin Turkey 

Packaged Materials Com Silage, Beet Pulp, Fruit Pulp, 

Compost, Roughage Varieties 

der
Typewriter
(2 pieces)







L KM200+60 
r Silaj Balya Makinesi ◄ 

Balya Genişliği 550 - 600 mm Lastik Adeti 4Adet 
Balya Ağ ırlığı 175 - 200 kg Makina Ağırlığı 7000 kg 
Gerekli Elektrik Gücü 17 KW Çalışırken Makina Uzunluğu 8700 mm 
Strech Ebadı 250 mm Çalışırken Makina Genişliği 2350 mm 

Strech Sarma Ünitesi 2Adet Çalışırken Makina Yüksekliği 2700 mm 

Strech Sarma Kontrolü Otomatik Makina Yol Uzunluğu 6200 mm 

File Ebadı 700mm Makina Yol Genişliği 2350 mm 
File Kontrol Otomatik Makina Yol Y üksekliği 2700 mm 

Makina Kontrolü Elektronik Otomasyon Araç Bağlantısı 

Presleme Sistemi Kauçuk Bant Makina Menşei 

Dingil Adeti Beşik Sistemi Paketlenebilen Malzeme 

Kapasite 50 - 55 Balya/Saat 

Tek Noktadan Çekişli 
T ürkiye 
Mısır Silajı, Pancar Posası, Meyve 
Posası,Compost, Kaba Yem 

der
Typewriter
(2 adet)
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Bale Width 

Bale Range 

► ► 
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550- 600 mm

175 - 200 kg

The Required Electric Power 17 KW

Stretch Size 250 mm

Stretch Wrapping Unit 2 Piece

Stretch Wrapping Control Automatic

Size of the String Bag 700 mm

Check of the String Bag Automatic

Machine Control Electro Automation

Pressing System Rubber Bands

Number of Axles Cradle System

Capacity 50 - 55 Bale / Hour
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Number of Tyre 4 Piece 

Weight of the Machine 7000 kg 

Length of the running machine 8700 mm 

Width of the running machine 2350 mm 

Height of the running machine 2700 mm 

Machine-Road length 6200 mm 

Machine-Road width 2350 mm 

Machine-Road height 2700 mm 

Vehicle-connection Single Point draught 

The origin of the machin Turkey 

Packaged Materials Com Silage, Beet Pulp, Fruit 
Pulp,Compost,Roughage Varieties 

der
Typewriter
(2 piece)







L KM100+60

r Silaj Balya Makinesi ◄ 

Balya Genişliği 550 - 600 mm Lastik Adeti 4Adet 
Balya Ağırlığı 75 - 105 kg Makina Ağırlığı 6000 kg 
Gerekli Elektrik Gücü 17 KW Çalışırken Makina Uzunluğu 8500 mm 
Strech Ebadı 250 mm Çalışırken Makina Genişliği 2350 mm 

Strech Sarma Ünitesi 2Adet Çalışırken Makina Yüksekliği 2700 mm 

Strech Sarma Kontrolü Otomatik Makina Yol Uzunluğu 6000 mm 

File Ebadı 700mm Makina Yol Genişliği 2350 mm 
File Kontrol Otomatik Makina Yol Y üksekliği 2700 mm 

Makina Kontrolü Elektronik Otomasyon Araç Bağlantısı 

Presleme Sistemi Kauçuk Bant Makina Menşei 

Dingil Adeti Beşik Sistemi Paketlenebilen Malzeme 

Kapasite 50 - 55 Balya/Saat 

Tek Noktadan Çekişli 
T ürkiye 
Mısır Silajı, Pancar Posası, Meyve 
Posası,Kompost, Yem Çeşitleri 

der
Typewriter
(2 adet)



r .. • kg 

lıi>••mm 

Yi<l• mm 

rv .. mm

rv .. mm

<l,i;�jl._;:,s 

,J.;, fai.t �Jw ,.:. � j'i,sı..>" 

•.J<.Sr >-"" ,slA ;j _,Jc. lj\J lA 

Bale Width 

Bale Range 
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► ► 

550- 600 mm

75 - 105 kg

The Required Electric Power 17 KW

Stretch Size 250 mm

Stretch Wrapping Unit 2 Piece

Stretch Wrapping Control Automatic

Size of the String Bag 700 mm

Check of the String Bag Automatic

Machine Control Electro Automation

Pressing System Rubber Bands

Number of Axles Cradle System

Capacity 50 - 55 Bale / Hour
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Number of Tyre 4 Piece 

Weight of the Machine 6000 kg 

Length of the running machine 8500 mm 

Width of the running machine 2350 mm 

Height of the running machine 2700 mm 

Machine-Road length 6000 mm 

Machine-Road width 2350 mm 

Machine-Road height 2700 mm 

Vehicle-connection Single Point draught 

The origin of the machin Turkey 

Packaged Materials Com Silage, Beet Pulp, Fruit Pulp, 

Compost, Roughage Varieties 

der
Typewriter
(2 piece)




















































